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If it is of concern to you, your test
can include one or more measures

against possible test interference.
Consult your certified tester for more
information.

The DEP recommends taking steps
to reduce radon levels if the gas
concentration in the lowest

livable level of the house is four

picocuries per liter (pCijL) or more. (A
picocurie per liter is a measure of
radioactivity in the air.) This will mark­
edly decrease the risk of developing
lung cancer caused by radon exposure.

The most common method of
radon gas remediation is sub-slab
ventilation, which uses a fan to

draw the radon gas out from below the
slab or foundation, thereby preventing
its entry into the house. Based on New
Jersey data, this method is effective in
almost every case in reducing radon gas
to levels lower than 4 pCijL. The cost is
typically about ~1,300,but varies
according to the type of house and the
type of soil or aggregate under the slab.

Buyers of newly constructed
homes should also test for radon

after moving in. Unless specified
contractually, builders are not respon­
sible for testing or subsequent
remediation of radon.

To obtain further information,
including listings of New Jersey
certified radon measurement and

mitigation businesses, contact the DEP
radon information line at (800) 648­
0394, or visit our Web site at
www.njradon.org
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RADON
Information

for Home Buyers
and Sellers

New Jersey Department of Environmental Protection

Division of Environmental Safety and Health
Bureau of Environmental Radiation

Radon Section

(800) 648-0394
www.njradon.org




